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Accessory

LIGHT BAR/
AUX CLAMP (45 MM)
P/N 0SV31-HL4-201A

 SXS1000M3/M5/M6
Mll 15262

Revised: August 2022

PARTS LIST

(1)

No. Description Qty

(1) Clamp 1

(2) Socket head screw 4 x 14 mm 4

(3) Bolt, 8 x 30 mm 1

(4) Lock washer 1

(5) Nut, 8 mm 1

APPLICATIONS
Clamps can be used to mount the light bar or auxiliary 
lights to various tubular bar locations on the Pioneer.

TOOLS REQUIRED
Hex wrench (3 mm)

Socket (13 mm)

Ratchet

TORQUE VALUES
Tighten all screws, bolts, and nuts to their specified 
torque values. Refer to the Service Manual for the 
torque values of the removed parts.

Installation Location Clamp Size

Front Bumper (Original Equipment), cross bar 45 mm

Cab frame 45 mm

Accessory Front Bumper upper cross bar 45 mm

USE AND CARE INFORMATION
• Check the mounting bolts and clamps regularly and

retighten if necessary.

• Check that all wires are routed to clear any moving
or hot parts.

Check that the clamp size is correct for the tube 
diameter. Installation of an incorrect diameter clamp 
may damage the tube, the clamp, or both. It also 
may cause movement of the product installed to the 
clamp.

INSTALLATION
1. Remove all hardware from the clamp.

2. Attach the light mount bracket mount to the top of
clamp as shown.

LIGHT MOUNT
BRACKET

3. Install the clamp to the tube.
Adjust the light to the desired angle.
Tighten the set screw against the the tube.

CLAMP

SET SCREW

LIGHT
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