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ApplicationAccessory

PARTS LIST

(11)(1)(2)

(10)
(5)

(4) (6) (7) (9)(8)

(12)

(3)

No. Description Qty

(1) Center panel 1

(2) Left panel 1

(3) Right panel 1

(4) Trim clip 14

(5) Strap clamp 2

(6) 6 × 18 mm screw 4

(7) 8 × 20 mm screw 4

(8) 6 mm washer 4

(9) 8 mm washer 4

(10) Cam lock 2

(11) Center seal 1

(12) Cable tie 6

(13) Installation Instruction URL (not shown) 1

TOOLS AND SUPPLIES REQUIRED
Power drill

5/16 inch (8 mm) drill bit

4 mm hex wrench

5 mm hex wrench

TORQUE CHARTS
Tighten all screws, bolts, and nuts to their specified torque 
values. Refer to the Service Manual for the torque values 
of the removed parts.

Item N·m kgf·m lbf·ft

6 mm screw and nut 5 0.5 4

8 mm screw and nut 5 0.5 4

HARD REAR PANEL (3P)
P/N 0SU95-HL4-A30,

0SU95-HL4-G30
SXS1000M3/M3P/M3LE

MII 17492

October 2020

USE AND CARE INFORMATION
• Check the accessory mounts frequently and retighten 

if necessary.

• Replace this accessory with a new one if it is damaged 
or discolored excessively.

• When this accessory becomes dirty, rinse it thoroughly 
with cool water to remove loose dirt, then wipe with a 
clean cloth or sponge. 

• Never use petroleum solvents such as gasoline, 
thinner, or benzine to clean this accessory.  Also do 
not use acid or alkaline cleaners. 

INSTALLATION

NOTE:

• Remove and discard the rubber shipping band from 
the cam lock before installation of this accessory.

SHIPPING BAND 

Discard.
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1. Install both cam locks on the inside of the center 
panel in the locations shown using two 6 × 18 mm 
screws and washers.

CAM LOCK
6 mm 
WASHER

6 × 18 mm 
SCREW

6 mm 
WASHER

CENTER 
PANEL

2. Loosen the five bolts securing the seat back to the 
rear cab frame tubes and remove the seat back from 
the vehicle.

BOLT
BOLTLTLTLT

3. Lay the center seal over the frame behind the seat 
with the indication notch on the driver’s side of the 
vehicle. Orient the four cut-outs in the center seal 
around the welded mounting tabs on the frame.

4. Loosely install six cable ties through the small holes 
in the center seal and around the frame.

NOTE 

Install the center two cable ties first, then work 
out to install the remaining four ties. Remove the 
excess material in the holes if needed.

CABLE TIE

CABLE TIE

MOUNTING TAB

CABLE TIE

CENTER SEAL

CABLE TIE

MOUNTING TAB

C

C

M NTI
ABLE

5. Open both clamps along the top edge of the center 
panel.

6. Place the center panel between the rear cab frame 
tubes and the seat back as shown.

7. Orient the lower portion of the center panel into place 
over the lower cab frame tube, then swing the top of 
the panel into place and orient the cam locks around 
the upper cab frame tube. Orient the panel so that 
the recessed areas are positioned over the welded 
mounting tabs and raised just enough to make 
contact with the brackets.

CENTER PANEL

FRAME

LOWER PORTION, 
CENTER PANEL

FRAME

PO
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8. Adjust clamp tension by rotating the threaded arm 
clockwise to tighten, counter-clockwise to loosen.

9. Swing the threaded arm over the top half of the 
clamps and snap the arms closed.

• The overlapping edges of the side panel must lay 
on the top of the center panel.

<LEFT SIDE>

SIDE PANEL

CENTER PANEL

FRAME

<RIGHT SIDE>

• Route the center seat belt through the slot in the 
right side panel before installing the panel.

10.

CABLE TIE CABLE TIE

Tighten the cable ties securing the center seal to the 
vehicle frame. Trim the excess length from the cable 
ties.

Place the left side panel over the rear cab frame tube 
as shown. Orient the lower edge of the panel on both 
sides of the lower cab frame tube, just behind the 
seat back, as shown.    
Install the right side panel the same way.

11.

<LEFT SIDE>

SIDE PANEL

FRAME

THREADED ARM
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Insert a 8 × 20 mm screw through a washer and into 
each hole from the outside of the vehicle. Route the 
screws through the holes in the center panel and 
thread the screws into the weld nuts on the strap 
clamp.

18.

17.

12.

14.

15.

16.

13.

8 mm
WASHER

8 mm
WASHER

8 × 20 mm SCREW

FRAME

STRAP CLAMP

R

F

S

Orient a strap clamp around the cab frame tube 
directly behind each set of drilled holes.

INSTALLATION WITHOUT HARD CAB DOORS

CROSSHAIRS

B-PILLAR 
BRACKETKETET

REAR PANEL

INSTALLATION WITH HARD CAB DOORS

Reinstall the seat back and bolts removed in Step 2. 
Install the center seat bolt first.

TRIM 
CLIP
TTRIM 

CLIP

Fasten the side panels to the center panel using 
the trim clips.

Begin the door installation to secure the rear panel.
See instructions for 0SU95-HL4-GD0.

• The B-pil lar brackets wil l  mount over the 
overhanging sides of the rear panel as shown.

Locate each set of crosshairs near the upper left and 
right corner of the center panel.

Drill a 5/16 inch (8 mm) hole at each crosshair.


